






FM12 Technical Data

Filter

CBRNF12CE 

Classi�cation

TECHNICAL FILE 
PPE Directive 2016/425/EU

1. 	EN14387:04 Toxic Industrial Materials A1 B2 E1 K1 P3D

2. 	CBRN (meets NIOSH Cap1)

3. 	NBC agents (nerve, blood, choking)

Application

Classi�cation for industrial and CBRN applications. 
All particulate hazards including dust, mist,  
fume, bacteria and virus plus all NIOSH speci�ed 
CBRN test agents. NBC agents including nerve, 
blood, choking and blister agents.  

Weight (approx)

340g 

FM12 Filter Speci�cations / Applications

Parameter

NIOSH Smartman RLAT system agent performance - HD

NIOSH Smartman RLAT system agent performance - GB

Laboratory protection factor performance (sodium chloride)

Re-breathed CO2

Inhalation resistance at 85 l/min (with CBRNF12 canister)

Weight of canister

Total weight mask and canister

Field of view (NIOSH Visual Field Score)

Requirement

Permeation less than 3 mg-min/m3

Permeation less than 1.05 mg-min/m3

Greater than 2,000

Less than 1%

Less than 65 mm WG

Less than 500 gram

N/A

Greater than 90

FM12 performance

Permeation less than 0.1 mg-min/m3

Permeation less than 0.07 mg-min/m3

Greater than 10,000

0.76%

Less than 55 mm WG

Approx 340 gram

Approx 790 gram
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